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CONTROL DE EQUIPO AEROTERMIA

UNICAMENTE ON/OFF.

SE PUEDE HACER CON RELÉ DE MODO.

CAMBIO DE MODO MEDIANTE MANDO DEL

EQUIPO.
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Control externo: Contacto de entrada (libre tensión)

AZX6CCP - AIRZONE

230 Vca

ESQUEMA DE CONEXIÓN CCP CON EQUIPO AEROTERMIA
PAC SAMSUNG
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Para mayor información técnica sobre CCP pulse aquí

NOTA IMPORTANTE: ES RESPONSABILIDAD DEL INSTALADOR VERIFICAR

LA INFORMACIÓN SUMINISTRADA POR AIRZONE CON EL FABRICANTE

DEL EQUIPO EN CUANTO A LA CONEXIÓN DE LA CCP (AZX6CCP) CON LA

PRODUCCIÓN.

http://doc.airzone.es/producto/Gama_AZ6/Airzone/Comunes/Fichas_tecnicas/FTAZX6CCP_A4_MUL.pdf
http://doc.airzone.es/producto/Gama_AZ6/Airzone/Comunes/Fichas_tecnicas/FTAZX6CCP_A4_MUL.pdf
http://doc.airzone.es/producto/Gama_AZ6/Airzone/Comunes/Fichas_tecnicas/FTAZX6CCP_A4_MUL.pdf


CONTROL BOARD

SAMSUNG

INTERFACE MODULE  MIM-B14 - SAMSUNG

FANCOILS

RECIRCULATION PUMP

FLOOR HEATING

RECIRCULATION PUMP
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CONTROL OF AEROTHERMAL EQUIPMENT

ONLY ON/OFF.

CAN BE DONE WITH MODE RELAY.

CHANGE OF MODE BY MEANS OF

CONTROL OF THE UNIT.
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External control: Input contact (free voltage)

AZX6CCP - AIRZONE

230 Vca

WIRING DIAGRAM CCP WITH AIR-WATER HEAT PUMP SYSTEM
PAC SAMSUNG
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For more information about CCP click here

IMPORTANT NOTE: IT IS THE INSTALLER'S RESPONSIBILITY TO VERIFY

THE INFORMATION SUPPLIED BY AIRZONE WITH THE EQUIPMENT

MANUFACTURER REGARDING THE CONNECTION OF THE CCP (AZX6CCP)

TO PRODUCTION.

http://doc.airzone.es/producto/Gama_AZ6/Airzone/Comunes/Fichas_tecnicas/FTAZX6CCP_A4_MUL.pdf
http://doc.airzone.es/producto/Gama_AZ6/Airzone/Comunes/Fichas_tecnicas/FTAZX6CCP_A4_MUL.pdf
http://doc.airzone.es/producto/Gama_AZ6/Airzone/Comunes/Fichas_tecnicas/FTAZX6CCP_A4_MUL.pdf
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