EQUIPO INVERTER DE CONDUCTOS ZONIFICADO
CON ELEMENTO RADIANTE E INTEGRACION KNX

Relé "Caldera"

Caldera

5<4~

@ AZCE6FLEXA3 Central de sistema Airzone Flexa 3.0 6Z

@ :é;gGTC[XXX] / Pasarela comunicaciones Airzone - [marca]
QADAPT3[XXX]

@ AZCE6BLUEFACEC[B/N] Tto. cable a color Airzone Blueface 8Z [blanco/negro]

@ AZCE6THINKR[B/N] Tto. radio monocromo Airzone Think 8Z [blanco/negro]

@ AZCE6THINKC[B/N] Tto. cable monocromo Airzone Think 8Z [blanco/negro]

@ RINTXXXXXXBKMRE Rejilla inteligente triple Airzone blanca

@ AZCE60OUTPUTS Modulo de control elementos radiantes Airzone 8Z

@ AZX6KNXGTWAY Pasarela de integracion Airzone - KNX

=

Logica Funcionamiento Relé "Caldera"_Sistema Centralizado:

Cable Bus Airzone

Cable RN Airzone

Elemento con alimentacion
eléctrica independiente

ESTADO / MODO STOP VENTILACION FRIO (AIRE) FRIO (RADIANTE)| ~ CALOR (AIRE) | CALOR (RADIANTE)
DEMANDA ON CALD. OFF CALD. OFF CALD. OFF CALD. OFF CALD. OFF CALD. ON
DEMANDA OFF CALD. OFF CALD. OFF CALD. OFF CALD. OFF CALD. OFF CALD. OFF

Para mayor informacion técnica pulse aqui

Nota importante: Los presentes planos sirven de base para la realizacion del proyecto de ejecucion
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ESQUEMA DE PRINCIPIO EQUIPO INVERTER DE CONDUCTOS ZONIFICADO CON ELEMENTO RADIANTE E INTEGRACION KNX (FLEXA 3.0)
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ZONED INVERTER UNIT WITH RADIANT HEATING AND KNX INTEGRATION

"Boiler" relay

=

= D<H B <pmm <

Boiler

5<+

AZCE6FLEXA3

Airzone Flexa 3.0 main control board 6z

AZX6GTC[XXX] /
AZX6QADAPT3[XXX]

Airzone [Manufacturer] Communication gateway

AZCE6BLUEFACEC[B/N]

Airzone Blueface color Thermostat wired 8Z [white/black]

Airzone Think monochrome Thermostat wireless 8Z [white/black]

Airzone Bus cable

Airzone RN cable

Element with independent

CHONOICHCHCHONC)

AZCE6THINKR[B/N]

AZCE6THINKC[B/N] Airzone Think monochrome Thermostat wired 8Z [white/black]
RINTXXXXXXBKMRE Airzone triple smart grille

AZCE60OUTPUTS Airzone control Module of radiant elements 8Z
AZX6KNXGTWAY KNX Airzone integration gateway

@ power supply
Operation logic Relay "Boiler":
STATE / MODE STOP VENTILATION COOL (AIR) COOL (RADIANT) HEAT (AIR) HEAT (RADIANT)
DEMAND ON BOIL. OFF BOIL. OFF BOIL. OFF BOIL. OFF BOIL. OFF BOIL. ON
DEMAND OFF BOIL. OFF BOIL. OFF BOIL. OFF BOIL. OFF BOIL. OFF BOIL. OFF

For further technical information click here

Note: These drawings provide a basis for the implementation of the project
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WIRING DIAGRAM ZONED INVERTER UNIT WITH RADIANT HEATING ANDKNX INTEGRATION

PLAN

DEVELOPER
LOCATION

DATE
FILE

Departamento de Proyectos Altra Corporacion

DIRECTOR

Contact: projectsdepartment@airzone.es Teléfono: 900 400 445 www.airzone.es



http://myzone.airzone.es/airzone-products/
http://myzone.airzone.es/airzone-products/
http://myzone.airzone.es/airzone-products/

	Planos y vistas
	ESQUEMA DE PRINCIPIO

	Planos y vistas
	WIRING DIAGRAM


